Maintenance Plan

Required Maintenance Intervals.

At Every Oil Change Interval As Indicated By Oil Change Indicator System:
Change oil and filter.
Inspect battery and clean and tighten terminals as required.
Inspect the CV/Universal joints.
Inspect brake pads, shoes, rotors, drums, and hoses.
Inspect engine cooling system protection and hoses.
Rotate the tires, rotate at the first sign of irregular wear, even if it occurs before the oil indicator system turns on.
Inspect exhaust system.
Inspect engine air filter if using in dusty or off-road conditions.

Note:
Using white lithium grease, lubricate the door hinge roller pivot joints twice a year to prevent premature wear.

Refer to the “Maintenance Chart” on the following page for the required maintenance intervals.
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Replace the Uconnect box (telematic

box) battery (if equipped). The Uconnect

box (telematic box) battery replacement . . .
has to be done every five years,

regardless of mileage.

Check tire condition/wear and adjust

pressure, if necessary, check Tire . . . . . . . . . . . . . . .
Service Kit expiration date (if equipped).
Check operation of lighting system
(headlamps, direction indicators, hazard
warning lights, luggage compartment,
passenger compartment, glove
compartment, instrument panel warning
lights, etc.).

Check and, if necessary, top up fluid
levels (brakes/hydraulic clutch,
windshield washer, engine coolant,
etc.). Always only use the liquids shown . . . . . . . . . . . . . . .
in the handbook for topping up after

having checked that the system is not

damage.
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Check engine control system operation
(via diagnostic tool).

Visually inspect condition of: exterior
bodywork, underbody protection, pipes
and hoses (exhaust - fuel system -
brakes), rubber elements (boots,
sleeves, bushings, etc.).

Check windshield/rear window wiper
blade position/wear.

Check operation of windshield washer
system and adjust jets if necessary.

Check cleanliness of hood and tailgate
locks and cleanliness and lubrication of
linkages.

Visually check the condition and wear of
the front and rear brakes.

Check the front suspension, tie rods, CV
joints and replace if necessary.

Visually inspect the condition of the
accessory drive belt. The maximum
mileage is 75,000 miles (120,000 km).
The belt must be replaced every six
years, regardless of distance traveled. If
the vehicle is used in heavy conditions
(dusty areas, cold climates, urban
driving, long periods of idling), the
maximum mileage is 37,500 miles
(60,000 km). The belt must be replaced
every four years regardless of the
mileage.

Check the tension of the accessory
drive belt.

Inspect and replace, if required, front
end accessory drive belt, tensioner, and,
idler pulley. The maximum mileage is
75,000 miles (120,000 km). The belt
must be replaced every six years,
regardless of distance traveled. If the
vehicle is used in heavy conditions
(dusty areas, cold climates, urban
driving, long periods of idling), the
maximum mileage is 37,500 miles
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(60,000 km). The belt must be replaced
every four years regardless of the
mileage.
Inspect and replace PCV valve if
necessary.

Change engine oil and replace oil filter.
The oil and oil filter replacement must
be carried out when indicated by a
warning light or message on the
instrument panel, or in any case should
not exceed one year or 10,000 miles
(16,000 km). Always only use the liquids
shown in the handbook for topping up
after having checked that the system is
not damage. If the engine oil quality
detected by the vehicle diagnostics is
lower than 20%, it is advisable to
replace the engine oil and engine filter
in order to avoid another service
operation after a short time.

Inspect the PTU fluid level. . . .
Inspect the rear differential fluid level. . . .
Replace spark plugs (1.3L Turbo . . .

Engine) The spark plug change is
distance based only, yearly intervals do
not apply. The following are essential to
ensure correct operation and prevent
serious damage to the engine:

¢ Only use spark plugs of the same
make and type which are
specially certified for such
engines (refer to “Fluids and
Lubricants” in “Technical
Specifications” for further
information).

« Strictly comply with the spark
plug replacement interval given in
the “Maintenance Schedule” for
spark plug replacement.

« Contact an authorized dealer if
you have any questions.
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Replace spark plugs (2.4L Engine) The
spark plug change is distance based
only, yearly intervals do not apply. The
following are essential to ensure correct
operation and prevent serious damage
to the engine:

¢ Only use spark plugs of the same
make and type which are
specially certified for such
engines (refer to “Fluids and
Lubricants” in “Technical
Specifications” for further
information).

« Strictly comply with the spark
plug replacement interval given in
the “Maintenance Schedule” for
spark plug replacement.

o Contact an authorized dealer if
you have any questions.

Replace engine air filter. The engine air
cleaner should be inspected at every oil
change if used in dusty areas.

Replace brake fluid every two years.
The brake fluid change interval is time
based only, mileage intervals do not

apply.

Replace cabin filter.

Change the manual transmission fluid if
using your vehicle for any of the
following: trailer towing, heavy loading,
taxi, police, delivery service (commercial
service), off-road, desert operation or
more than 50% of your driving is at
sustained speeds during hot weather,
above 90°F (32°C).

Flush and replace the engine coolant at
10 years or 150,000 miles (240,000 km)

whichever comes first.




o Recommend replacement
* Mandatory service

WARNING:

« You can be badly injured working on or around a motor vehicle. Do only service work for which you have the knowledge and the right equipment. If you have
any doubt about your ability to perform a service job, take your vehicle to a competent mechanic.

« Failure to properly inspect and maintain your vehicle could result in a component malfunction and effect vehicle handling and performance. This could cause

an accident.
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